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of Handrailing.
Nameplate. Floor Beams. Stringers.
Roadway Planka.
COMPLETE  SPECIFICATIONS.
For spans over 140 feet.—Lattice girders or pin connected trusses.
4.    At an elevation of one foot and over above the roadway, the clear distance between trusses shall be at least 14 inches greater than the width of the roadway between wheel-guards.
5.    For Classes A, B, C, Ei and E,2 the clear headroom for a width of 6 feet over each track shall not be less than 15 feet, for Class D not less than 12^ feet, above the floor.
6.    For bridges carrying electric cars the clear width from the centre of track shall not be less than 6£ feet at a height exceeding I foot 6 inches above the top of rails where the tracks are straight.
7; In determining the clearance on curves the extreme length of electric car shall be taken as 45 feet, the width 8 feet, and the distance between centers of trucks as 20 feet, unless otherwise specified.
8.    The width between centers of trusses shall in no case be less than one-twentieth of the span between centres of end pins or shoes.
9.    A strong and suitable handrailing shall be placed at each side of the bridge, except where plate girders serve the same purpose, and be rigidly attached to the superstructure.
10.    Each bridge shall have such name plates suitably inscribed and located, as may be required.
11.    All floor beams in through bridges shall be riveted to the main girders.
12.    Steel stringers shall preferably be riveted to the web of the floor beams.
Wooden joists shall not be less than 3 inches thick, shall be spaced not more than 2^ feet between centres, and shall be dapped over the seat angles or floor beams to exact level. In the latter case they shall lap by each other over the full width of the floor beam, and shall be separated i inch for free circulation of air.
13.    For single thickness the roadway planks shall not be less than 3 inches thick, nor less than one-twelfth of the distance between stringers, and shall be laid transversely with ^ inch openings.
14.    When an additional wearing surface is specified for the roadway, it shall be ij inches thick, and the lower planks, of a minimum thickness of 2-J inches, shall be laid diagonally and with -| inch openings.

